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EUROIMMUN PC
The compact PC solution for all EUROIMMUN devices

Technical data

Advantages

IVD-certi�ed computer system � ideally 
suited for your accredited laboratory

Compatible with any EUROIMMUN 
equipment and software

Powerful, compact and low-noise mini 
computer

Delivered with monitor or as complete 
system with keyboard and mouse

Completely con�gurated and ready for 
use after switch-on

Windows operating system with famili-
ar graphic user interface

Order no. YG-0901-0101 or YG-0902-0101
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EUROIMMUN PC
Storage and transport
Permissible ambient temp. -40 to +70 °C
Permissible humidity max. 100 %

Operation
Permissible ambient temp. + 10 to + 35 °C
Permissible humidity max. 85 %
Air pressure 800 hPa to 1060 hPa

Category of use closed rooms
Electrical safety DIN EN 60601-1-2 (2002)
Radio interf. suppression EN 55011 class B

Disturbance immunity DIN standards EN 61326-1; EN 
61000-3-2; 61000-3-3; 61000-4-2; 
61000-4-3; 61000-4-4; 61000-4-5;      

61000-4-6; 61000-4-8; 61000-4-11   

Supply voltage 100 to 240 V~
Conversion of the voltage is not necessary due to the wide 
range power supply unit

Power consumption max. 250 W
Line frequency 50 Hz / 60 Hz
Output voltage 12 V / 5 V / 3.3 V

CPU support Sockel 775 / P4 / Celeron-D / 
Core2Duo / 533 MHz FSB

CPU cooling Shuttle ICE 92 mm ventilator
Memory support 2 x (DDR-2 533/667) DDR2 SDRAM
Plug-in positions 1x PCI-Ex1 and 1x PCI 32 bit (v2.2)
Integrated graphics Intel Graphic Accelerator 950

8-Channel sound Realtec, Lineout (8-Channel)
Network Marvell 1 GB Ethernet
Firewire 1 x front and 1 x rear 

		  400Mb/s
Drives 2 x SATA, 1 x IDE, disk
Front ports Line-out, line-in, 2 x USB, Firewire
Rear ports VGA, Firewire, PS/2, LAN, 

4 x USB, sound, serial

Monitor
Power supply 230 V~
Power consumption max. 34 W
Ports VGA, 230 V
Image size IS 17� (43.2 cm) diagonal
Display FT Active Matrix LCD
Pixel size 264 mm x 0.264 mm
Display area 38 mm x 270 mm
Brightness 300 cd/m†
Contrast 600:1
Repetition rate 8 ms (tr&tf)
Angular �eld horizontal 160°, vertical 160°
Support VESA, SXGA, XGA, SVGA, VGA

Horizontal frequency 30 k ~ 80 kHz
Vertical frequency 55 ~ 75 Hz
Pixel frequency 135 MHz
Max. resolution 1280 x 1024 at 75 Hz
Recommended resolution 1280 x 1024 at 60 Hz
Colour depth 16.2 M
Signal input video 0.7 Vp-p RGB analogue
Plug RGB signal 15-pin D-sub male

EPA ENERGY STAR Yes
Emissions Standard TCO99


